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Abstract
In this paper we present a numerical scheme for solving a system of Boussinesq-type equations. This can
correspond to longitudinal displacements in a multi-layered elastic bar with delamination, with conditions
on the interface between the sections of the bar. The method is initially presented for two coupled equations
in each section and multiple sections in the bar, and later extended to any number of layers. Previous works
have presented a similar method constructed using finite-difference methods, however these only solved for
two sections of the bar at a time which limited the scope of studies using these methods.
The new method presented here solves for all sections at a given time step and therefore the transmitted
and reflected waves in each section of the bar can be studied. The new results are shown to be in excellent
agreement with previously obtained results and a further study is performed showing that the delamination
width can be inferred from the changes to the incident soliton. The generalised form of this method, for any
number of sections and layers with coupling terms independent of time derivatives, can be used to study
the behaviour of longitudinal waves in more complicated waveguides in future studies.
Keywords: finite-difference scheme, solitary wave, delamination
1. Introduction
Many recent developments in the field of solid mechanics have been dedicated to the description of long
longitudinal bulk strain solitary waves in elastic waveguides, for example in rods and plates [1, 2]. The
existence of longitudinal bulk strain solitons, as predicted by this theory, was confirmed in experiments
[3, 4, 5]. The theoretical and experimental studies were more recently extended to the case of adhesively
bonded layered bars, with delamination [6, 7, 8, 9, 10, 11]. These studies showed that longitudinal bulk
waves in a layered bar with delamination can be described by a system of Boussinesq-type equations, with
continuity of longitudinal displacement and normal stress at the interface between sections. This system
can either be formed of uncoupled (perfect bonding) or coupled Boussinesq equations (soft bonding layer)
[6, 7].
In the case of coupled regularised Boussinesq (cRB) equations, the soliton solution is replaced by a
radiating solitary wave, that is a solitary wave with a one-sided, co-propagating oscillatory tail [7]. The
study of the initial value problem for the cRB equations has shown the emergence of such radiating solitary
waves for closely matched characteristic speeds [12] and an analytical description of these waves has recently
been constructed [13]. Radiating solitary waves have also been observed experimentally in layered bars with
a soft bonding layer [9, 10].
Finite-difference techniques are commonly used to solve PDEs [14, 15], but they can also be extended
to more complicated equations such as the Korteweg-de Vries (KdV) equation [16, 17], the Kadomtsev-
Petviashvili equation [18], Boussinesq equation or cRB equations [12], to name a few. Our recent work
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involved the development of a finite-difference approach to solve the wave scattering problem for Boussinesq-
type and cRB equations, and describe the transmission and reflection of strain solitary waves that are
generated [19, 20]. These methods were limited by the requirement that the developed numerical scheme
can only solve for two sections of the bar at a time, resulting in a moving calculation window. The aim of
this paper is to describe an extension to the numerical method outlined in [19, 20], for the case when there
are three or more sections in the bar. This extension removes the requirement that sections have to be of
sufficient length so that the solution can be fully contained in a single section at a given time.
The paper is structured as follows. In Section 2 we overview the previous approach to solving such
a system of equations and outline the new method for a bar with M sections and a soft bond between
the layers i.e. the longitudinal displacements are described by cRB equations in the bonded sections and
uncoupled Boussinesq equations in the delaminated sections. This can be adjusted to the case of a perfectly
bonded bar by appropriately modifying coefficients (see [6, 19]). In Section 3 we test the method for various
configurations of the layered structure and compare the result of these calculations to previously obtained
results for comparison. This approach is then compared to the results for a finite delamination in [20] where
only the semi-analytical method was used due to the previous limitations of the direct numerical method.
The case of a finite delamination in a perfectly bonded bar is also studied. In Section 4 we conclude our
discussions.
2. Numerical Method for a Bonded Bar With M Sections
A model for the longitudinal displacement in a layered bar with a soft bond between the layers was derived
in [7], where it was shown that the displacements are governed by cRB equations. This configuration was
studied in [20, 21] for a semi-infinite or finite delamination, using the numerical method outlined in [19].
The numerical scheme derived in [19] and used in [20] is applicable to two sections of a layered structure,
however it can be used to find the solution for a bar of three or more sections, as done in these papers, with
some conditions. Let us consider a bar with three sections, such as the one in Figure 1, where the domains
are Ω1 = [−L1, 0], Ω2 = [0, xa] and Ω3 = [xa, L2]. Note that the longitudinal direction is denoted by x.
0 < x < xa-L1 < x < 0 xa < x < L2
Figure 1: Two-layered bar with three sections, including a finite delamination at 0 < x < xa.
In [20] we initially computed the solution in Ω1 and Ω2 with two constraints: that the solitary wave has
not reached the boundary between the second and third sections at xa, and that the waves reflected from
the interface at x = 0 have not reflected back from x = −L1 and entered the second domain again at x = 0.
A similar approach is then followed for the solution in Ω2 and Ω3, where we choose an appropriate time so
that the waves in Ω2 have not reflected from the boundary x = xa and reached the boundary at x = 0.
The method therefore has a limitation; if the solution is not localised, then we cannot compute the
solution for all three sections without losing some information from the solution. In the case of a short finite
delamination, the solution is unlikely to be fully contained in this section at any time and therefore some
information will be lost when the calculation window is moved. We aim to rectify this restriction.
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2.1. Two-Layered Bar
Let us consider the system of cRB equations defined in [20], modelling a two-layered bar with a soft bond
between the layers. In this case we have either cRB equations (in bonded sections) or uncoupled Boussinesq
equations (in delaminated areas) in each section. To simplify the notation, we will assume that we have
cRB equations in each section. We note that the matching at the interfaces is the same regardless of the
equation type and therefore this generalisation is valid. This allows us to write the equations in each section
in the following convenient form:
u
(l)
tt − u(l)xx = 2ε
[
−6u(l)x u(l)xx + u
(l)
ttxx − δl
(
u(l) − w(l)
)]
,
w
(l)
tt − c2lw(l)xx = 2ε
[
−6αlw(l)x w(l)xx + βlw
(l)
ttxx + γl
(
u(l) − w(l)
)]
, xl−1 < x < xl, (1)
where u and w are the longitudinal displacements in the upper and lower layers respectively, xl is the position
of the interface between the sections, and we have l = 1, . . . ,M sections. We have the coefficients αl, βl,
cl and coupling constant γl in the lower layers, and we have assumed that the only unknown constant in
the upper layer is the coupling constant δl, which can be achieved through a rescaling of parameters. The
scheme could be written for general coefficients in each layer however this would result in a more complicated
notation being required.
Here we have assumed that the coefficients αl, βl, cl can differ between sections. Therefore we introduce
the subscript notation for coefficients, identifying the section where each coefficient is applied. The small
wave parameter, ε, is the same in all sections. We have continuity of longitudinal displacement,
u(l)|x=xl = u(l+1)|x=xl , w(l)|x=xl = w(l+1)|x=xl , l = 1, . . . ,M − 1, (2)
and continuity of normal stress at the interface between the sections,
u(l)x + 2ε
[
−3
(
u(l)x
)2
+ u
(l)
ttx
]∣∣∣∣
x=xl
= u(l+1)x + 2ε
[
−3
(
u(l+1)x
)2
+ u
(l+1)
ttx
]∣∣∣∣
x=xl
,
c2lw
(l)
x + 2ε
[
−3αl
(
w(l)x
)2
+ βlw
(l)
ttx
]∣∣∣∣
x=xl
= c2l+1w
(l+1)
x + 2ε
[
−3αl+1
(
w(l+1)x
)2
+ βl+1w
(l+1)
ttx
]∣∣∣∣
x=xl
, (3)
for l = 1, . . . ,M−1. To solve the equation system (1) - (3), we make use of central difference approximations
in both space and time. Let us first discretise each domain [xl−1, xl] × [0, T ] into a grid with spatial
discretisation hl = ∆x and temporal discretisation κ = ∆t. Note here that the spatial discretisation hl can
differ across sections of the bar, allowing for an adaptive method to be applied so that a complex solution in
one section can be computed with a finer mesh and a sparse mesh can be used when the solution is simpler.
The number of points in each domain is given by Nl = (xl − xl−1) /hl and we have i = 0, 1, . . . , Nl in
each section. The analytical solution u(l) (x, t) is approximated by the exact solution of the finite-difference
scheme u(l) (ihl, jκ), denoted u
(l)
i,j . Substituting the central difference approximations into (1) gives a system
of tridiagonal equations, of the form
− 2εu(l)i+1,j+1 +
(
4ε+ h2l
)
u
(l)
i,j+1 − 2εu
(l)
i−1,j+1 =
(
κ2 − 4ε
) (
u
(l)
i+1,j − 2u
(l)
i,j + u
(l)
i−1,j
)
+ 2h2l u
(l)
i,j
− 6εκ
2
hl
[(
u
(l)
i+1,j
)2
−
(
u
(l)
i−1,j
)2
− 2u(l)i+1,ju
(l)
i,j + 2u
(l)
i,ju
(l)
i−1,j
]
− 2εδlh2l κ2
(
u
(l)
i,j − w
(l)
i,j
)
+ 2εu
(l)
i+1,j−1 −
(
4ε+ h2l
)
u
(l)
i,j−1 + 2εu
(l)
i−1,j−1, (4)
and
− 2εβlw(l)i+1,j+1 +
(
4εβl + h
2
l
)
w
(l)
i,j+1 − 2εβlw
(l)
i−1,j+1 =
(
κ2c2l − 4εβl
) (
w
(l)
i+1,j − 2w
(l)
i,j + w
(l)
i−1,j
)
+ 2h2lw
(l)
i,j
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− 6εαlκ
2
hl
[(
w
(l)
i+1,j
)2
−
(
w
(l)
i−1,j
)2
− 2w(l)i+1,jw
(l)
i,j + 2w
(l)
i,jw
(l)
i−1,j
]
+ 2εγlh
2
l κ
2
(
u
(l)
i,j − w
(l)
i,j
)
+ 2εβlw
(l)
i+1,j−1 −
(
4εβl + h
2
l
)
w
(l)
i,j−1 + 2εβlw
(l)
i−1,j−1, l = 1, . . . ,M, (5)
for ui,j and wi,j respectively. The condition for continuity of longitudinal displacement (2) becomes
u
(l)
Nl,j+1
= u
(l+1)
0,j+1 and w
(l)
Nl,j+1
= w
(l+1)
0,j+1, l = 1, . . . ,M − 1. (6)
In continuity condition (3) we make use of the central difference approximations and introduce “ghost points”
of the form u
(l)
Nl+1,j+1
, u
(l+1)
−1,j+1, w
(l)
Nl+1,j+1
and w
(l+1)
−1,j+1, so (3) becomes
hlκ
2
(
u
(l)
Nl+1,j+1
− u(l)Nl−1,j+1
)
− 3κ2ε
[(
u
(l)
Nl+1,j+1
)2
+
(
u
(l)
Nl−1,j+1
)2
− 2u(l)Nl+1,j+1u
(l)
Nl−1,j+1
]
+ 2hlε
(
2u
(l)
Nl+1,j+1
− 2u(l)Nl−1,j+1 − 5u
(l)
Nl+1,j
+ 5u
(l)
Nl−1,j
+ 4u
(l)
Nl+1,j−1 − 4u
(l)
Nl−1,j−1 − u
(l)
Nl+1,j−2 + u
(l)
Nl−1,j−2
)
=
h2l
hl+1
κ2
(
u
(l+1)
1,j+1 − u
(l+1)
−1,j+1
)
− 3 h
2
l
h2l+1
κ2ε
[(
u
(l+1)
1,j+1
)2
+
(
u
(l+1)
−1,j+1
)2
− 2u(l+1)1,j+1u
(l+1)
−1,j+1
]
+ 2
h2l
hl+1
ε
(
2u
(l+1)
1,j+1 − 2u
(l+1)
−1,j+1 − 5u
(l+1)
1,j + 5u
(l+1)
−1,j + 4u
(l+1)
1,j−1 − 4u
(l+1)
−1,j−1 − u
(l+1)
1,j−2 + u
(l+1)
−1,j−2
)
, (7)
and
hlκ
2c2l
(
w
(l)
Nl+1,j+1
− w(l)Nl−1,j+1
)
− 3κ2εαl
[(
w
(l)
Nl+1,j+1
)2
+
(
w
(l)
Nl−1,j+1
)2
− 2w(l)Nl+1,j+1w
(l)
Nl−1,j+1
]
+ 2hlεβl
(
2w
(l)
Nl+1,j+1
− 2w(l)Nl−1,j+1 − 5w
(l)
Nl+1,j
+ 5w
(l)
Nl−1,j
+ 4w
(l)
Nl+1,j−1 − 4w
(l)
Nl−1,j−1 − w
(l)
Nl+1,j−2 + w
(l)
Nl−1,j−2
)
=
h2l
hl+1
κ2c2l+1
(
w
(l+1)
1,j+1 − w
(l+1)
−1,j+1
)
− 3 h
2
l
h2l+1
κ2εαl+1
[(
w
(l+1)
1,j+1
)2
+
(
w
(l+1)
−1,j+1
)2
− 2w(l+1)1,j+1w
(l+1)
−1,j+1
]
+ 2
h2l
hl+1
εβl+1
(
2w
(l+1)
1,j+1 − 2w
(l+1)
−1,j+1 − 5w
(l+1)
1,j + 5w
(l+1)
−1,j + 4w
(l+1)
1,j−1 − 4w
(l+1)
−1,j−1 − w
(l+1)
1,j−2 + w
(l+1)
−1,j−2
)
,
(8)
for u and w respectively, and for l = 1, . . . ,M − 1. We assume that the bar is not deformed at both ends so
that we can enforce zero strain, i.e. ux = 0 at x = x0 and x = xM , and similarly for w. Applying a central
difference approximation to this condition, we have
u
(1)
1,j+1 = u
(1)
−1,j+1 and similarly u
(M)
NM+1,j+1
= u
(M)
NM−1,j+1, (9)
and equivalent relations for w. This numerical method is an implicit, fully-discrete finite-difference scheme
and, as second-order finite-difference approximations are used everywhere, the scheme is second-order in both
space and time. The truncation error and stability of the finite-difference scheme for the coupled Boussinesq
equations was discussed in [12] and the accuracy was controlled by monitoring conserved quantities.
We note that the discretisation used for the terms uttx and wttx in (3) is different to the one used in
[19]. The discretisation used in [19] is not second order and therefore the scheme in that paper is not second
order. The new scheme presented here used a second-order finite-difference approximation for these mixed
derivatives to ensure that the scheme is second-order in time. This will lead to a small difference between
the results in [19, 20] and the results generated using the new method presented here. In Section 3 we show
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that the difference is negligible.
Let us denote the right-hand side of (4) as f
(l)
i and the right-hand side of (5) as g
(l)
i , for the appropriate
values of i, to simplify notation in the subsequent work. At this point we diverge from the method presented
in [19, 20]. In each domain, defined by l, we have two ghost points: one at the left boundary and one at
the right boundary. The exceptions are the first and M -th domain, where we do not have a ghost point on
the left-hand side of the first domain and the right-hand side of the M -th domain. We apply the relations
defined in (9) in these special domains to obtain a tridiagonal system. Before we write these matrices for
each section, we rearrange at the boundaries between sections, for each layer, to obtain
f̃
(l)
0 = f
(l)
0 + 2εu
(l)
−1,j+1, f̃
(l)
Nl
= f
(l)
Nl
+ 2εu
(l)
Nl+1,j+1
,
g̃
(l)
0 = g
(l)
0 + 2εβlw
(l)
−1,j+1, g̃
(l)
Nl
= g
(l)
Nl
+ 2εβlw
(l)
Nl+1,j+1
. (10)
We can now write (4) in matrix form for each l, with two exceptional cases at the boundary. We will write
the matrices for w, and the matrices for u can be formed by setting αl = βl = cl = 1, γl = −δl and fi = gi.
Therefore, in the first section, we have for i = 0, . . . , N1,
4εβ1 + h
2 −4εβ1
−2εβ1 4εβ1 + h2 −2εβ1
. . .
. . .
−2εβ1 4εβ1 + h2 −2εβ1
−2εβ1 4εβ1 + h2


w
(1)
0,j+1
w
(1)
1,j+1
...
w
(1)
N1−1,j+1
w
(1)
N1,j+1

=

g
(1)
0
g
(1)
1
...
g
(1)
N1−1
g̃
(1)
N1

. (11)
Similarly for the final section we have, for i = 0, . . . , NM ,
4εβM + h
2 −2εβM
−2εβM 4εβM + h2 −2εβM
. . .
. . .
−2εβM 4εβM + h2 −2εβM
−4εβM 4εβM + h2


w
(M)
0,j+1
w
(M)
1,j+1
...
w
(M)
NM−1,j+1
w
(M)
NM ,j+1

=

g̃
(M)
0
g
(M)
1
...
g
(M)
NM−1
g
(M)
NM

. (12)
Finally we have the generic matrix for all other regions, for 1 < l < M , which takes the form
4εβl + h
2 −2εβl
−2εβl 4εβl + h2 −2εβl
. . .
. . .
−2εβl 4εβl + h2 −2εβl
−2εβl 4εβl + h2


w
(l)
0,j+1
w
(l)
1,j+1
...
w
(l)
Nl−1,j+1
w
(l)
Nl,j+1

=

g̃
(l)
0
g
(l)
1
...
g
(l)
Nl−1
g̃
(l)
Nl

. (13)
We have now formed tridiagonal systems for the functions u and w and this system can be solved implicitly,
in terms of the ghost points on the left boundary and right boundary, using the Thomas algorithm (e.g.
[22]). Therefore we can express the solution at each point in terms of the explicit solution (if no ghost points
exist) and a multiplicative factor of the ghost points. We denote this as
w
(l)
i,j+1 = φ
(l)
i + ψ
(l)
i w
(l)
−1,j+1 + ω
(l)
i w
(l)
Nl+1,j+1
, (14)
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and we have a similar relationship for u. We note that ψ
(1)
i = 0 and ω
(M)
i = 0 as there are no ghost points on
these far boundaries. At this stage we note that the conditions on the interface do not contain any coupling
terms; the coupling terms only appear at the current time step in the discretisation, in the functions f and g.
Therefore we can solve for the ghost points in each layer independently so we will only present the solution
for w, and the solution for u can be found in a similar way.
This implicit solution (14) is then substituted into (6) and (8) to obtain a nonlinear system of equations.
This is a complicated system and therefore we aim to simplify the expressions, if possible. Let us consider
the matrices (11) - (13), which were derived using (4). We can estimate the values of the coefficients ψ
(l)
i and
ω
(l)
i using the Thomas algorithm [22]. Explicitly following the steps of the Thomas algorithm to determine
w
(l)
i,j+1 from (13) (or similarly w
(1)
i,j+1, w
(M)
i,j+1 from (11), (12) respectively), we find that the coefficients ψ
(l)
i
and ω
(l)
i are dependent upon hl in a complicated way, leading to a continued fraction in terms of hl. As
hl is the step size, we are taking it to be reasonably small and therefore we can make an estimate of these
coefficients by assuming hl ≈ 0. In this case we find that, for i = 0, . . . , Nl, we have
ψ
(l)
i =
Nl + 1− i
Nl + 2
, ω
(l)
i =
1 + i
Nl + 2
. (15)
Recalling that Nl is the number of points in a given domain we see from (15) that, for a sufficiently large
domain (or a sufficiently small value of hl to increase the number of points) we have that ψ
(l)
Nl
≈ 0 and
ω
(l)
0 ≈ 0. Explicitly this means that the coefficient of the left ghost point in a given domain is approximately
zero at the right boundary, and vice versa for the right ghost point at the left boundary. These have been
calculated numerically for N = 50, 000 and the value at the boundary was essentially zero (O
(
10−300
)
).
Furthermore, it was found that the value falls below machine precision (i.e. O
(
10−16
)
) when N = 500,
suggesting that a value of h and the corresponding value of N can be found for most domain sizes. This
allows us to simplify the problem so that we only require the solution of two equations at each interface, in
terms of the ghost points introduced at this interface.
In order to obtain the equations at the interface, we use (6) to express w
(l+1)
−1,j+1 in terms of w
(l)
Nl+1,j+1
,
making use of (14) to express w
(l)
Nl−1,j+1 and w
(l+1)
1,j+1 in terms of the ghost points. Substituting (14) into (6)
gives
φ
(l)
Nl
+ ω
(l)
Nl
w
(l)
Nl+1,j+1
= φ
(l+1)
0 + ψ
(l+1)
0 w
(l+1)
−1,j+1, (16)
and therefore we have
w
(l+1)
−1,j+1 =
φ
(l)
Nl
− φ(l+1)0 + ω
(l)
Nl
w
(l)
Nl+1,j+1
ψ
(l+1)
0
, w
(l+1)
1,j+1 = φ
(l+1)
1 +
ψ
(l+1)
1
ψ
(l+1)
0
(
φ
(l)
Nl
− φ(l+1)0 + ω
(l)
Nl
w
(l)
Nl+1,j+1
)
. (17)
Substituting (14) and (17) into (8) we obtain a quadratic equation in w
(l)
Nl+1,j+1
and therefore we need to
solve a quadratic equation for each boundary. Explicitly we have
g2
(
w
(l)
Nl+1,j+1
)2
+ g1w
(l)
Nl+1,j+1
+ g0 = 0, (18)
where we have
g2 = −3κ2εαl
(
ω
(l)
Nl−1 − 1
)2
+ 3
h2l
h2l+1
κ2εαl+1
(
ω
(l)
Nl
ψ
(l+1)
0
)2 (
ψ
(l+1)
1 − 1
)2
,
g1 =
(
1− ω(l)Nl−1
)(
hlκ
2 + 4hlεβl + 6κ
2εαlφ
(l)
Nl−1
)
+ 6
h2l
h2l+1
κ2εαl+1
(
φ
(l)
Nl
− φ(l+1)0
)
ω
(l)
Nl
[
1− ψ(l+1)1
ψ
(l+1)
0
]2
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+
(
1− ψ(l+1)1
)( ω(l)Nl
ψ
(l+1)
0
)(
h2l
hl+1
)(
c2l+1κ
2 + 4εβl+1 − 6
κ2
hl+1
εαl+1φ
(l+1)
1
)
,
g0 = 2hlεβl
(
−5w(l)Nl+1,j + 5w
(l)
Nl−1,j + 4w
(l)
Nl+1,j−1 − 4w
(l)
Nl−1,j−1 − w
(l)
Nl+1,j−2 + w
(l)
Nl−1,j−2
)
− φ(l)Nl−1
(
hlκ
2c2l + 4hlεβl
)
− h
2
l
hl+1
(
κ2c2l+1 + 4
h2l
hl+1
εβl+1
)[
φ
(l+1)
1 +
φ
(l)
Nl
− φ(l+1)0
ψ
(l+1)
0
(
ψ
(l+1)
1 − 1
)]
+ 3
h2l
h2l+1
κ2εαl+1
(φ(l+1)1 )2 +
(
φ
(l)
Nl
− φ(l+1)0
ψ
(l+1)
0
(
ψ
(l+1)
1 − 1
))2
+ 2
(
ψ
(l+1)
1 − 1
) φ(l+1)1 (φ(l)Nl − φ(l+1)0 )
ψ
(l+1)
0

− 3κ2εαl
(
φ
(l)
Nl−1
)2
− 2 h
2
l
hl+1
εβl+1
(
−5w(l+1)1,j + 5w
(l+1)
−1,j + 4w
(l+1)
1,j−1 − 4w
(l+1)
−1,j−1 − w
(l+1)
1,j−2 + w
(l+1)
−1,j−2
)
.
(19)
In the special case when g0 ≡ 0 we can solve a linear equation on the boundary and numerical experiments
have shown that, if the nonlinearity coefficient αl is the same in both sections of the bar, this condition
is approximately satisfied, so long as the ratio of the spatial discretisations in the sections is close to one.
However, in the general case when αl can change between sections (or indeed the spatial discretisation
varies), we must choose the appropriate sign in the quadratic expression, and this is chosen to be consistent
with the solution in the surrounding region.
Recall that we assumed ψ
(l)
Nl
≈ 0 and ω(l)0 ≈ 0 in each section. We now briefly comment on the method
when these conditions do not hold. In contrast to the case outlined above, the conditions on the interface
will provide two equations in terms of four variables; two ghost points at the current boundary and one
ghost point from each of the adjacent sections. The exception to this is the first and last sections, where
there would be three variables rather than four.
To solve this system, one would solve the system between, say, the (M − 1)-th and M -th sections, where
an implicit solution in terms of one of the ghost points would be obtained. This implicit solution is then
used in the conditions on the interface between the (M − 2)-th and (M − 1)-th section, so that we would
again be solving a system of two equation in three variables. This is repeated to the final section between
the 1st and 2nd sections, where the system would be two equations for two ghost points. This can be solved
explicitly and therefore the implicit solutions found previously become explicit. All cases considered herein
satisfy the conditions ψ
(l)
Nl
≈ 0 and ω(l)0 ≈ 0.
2.2. Extension to K Layers
The model defined in [7] could be extended to a bar with multiple layers, where the coupling occurs
between two adjacent layers. The displacements in such a structure with K layers are described by the
equation system
u
(l,1)
tt − c2l,1u(l,1)xx = 2ε
[
−6αl,1u(l,1)x u(l,1)xx + βl,1u
(l,1)
ttxx − δl,1
(
u(l,1) − u(l,2)
)]
,
u
(l,m)
tt − c2l,mu(l,m)xx = 2ε
[
−6αl,mu(l,m)x u(l,m)xx + βl,mu
(l,m)
ttxx + γl,m
(
u(l,m−1) − u(l,m)
)
− δl,m
(
u(l,m) − u(l,m+1)
)]
,
u
(l,K)
tt − c2l,Ku(l,K)xx = 2ε
[
−6αl,Ku(l,K)x u(l,K)xx + βl,Ku
(l,K)
ttxx + γl,K
(
u(l,K−1) − u(l,K)
)]
, (20)
where we have m = 2, . . . ,K − 1, and there are l = 1, . . . ,M sections in the structure. The subscript or
superscript l represents the section of the bar and similarly m is an index for the layer. As before, the
coefficients δl,m and γl,m can be set to zero as necessary in the delaminated sections of the structure. The
coefficient δl,m represents coupling with the layer below and γl,m is coupling with the layer above the current
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layer. Note that we have introduced coefficients in all layers; these could be scaled to appear in only certain
layers but, as we only consider the extension of the numerical scheme here, we do not require this scaling.
This system could be solved using the method outlined in Section 2.1 with a few modifications. When
the discretisation is taken in the same way as before, using central difference approximations, the coupling
terms will only appear at the current time step. Therefore, the matrices will take the same form as before
i.e. (11) - (13) and the coupling terms are absorbed into the functions f . The conditions on the interface
will have the same form with differing coefficients in the layers and therefore, as the functions u(l,m) can
be written in terms of the ghost points in a particular layer, we can solve for the ghost points in each layer
independently. The details are omitted for brevity, however the extension is natural. In theory this system
could be extended further by relaxing conditions on the coefficients of the bonding layer, as outlined in [7], to
obtain a more general long-wave model, where the bonding terms contain derivatives in x or nonlinear terms.
So long as the coupling does not contain derivatives in t, the method outlined above could be extended to
accommodate such a generalisation.
3. Numerical Results
We use the numerical method described above to study the behaviour of strain solitary waves in a variety
of layered elastic waveguides. Initially we will confirm the results of previous studies and then extend the
analysis to the case of a finite delamination, as was done in [20], however we will analyse the effect of a finite
delamination using the direct numerical method rather than the semi-analytical method. This restriction
was enforced by the limitation of the direct numerical method, as outlined in Section 2.
In all subsequent calculations we will take a strain solitary wave as the initial condition in the first section.
To determine this initial condition, we find the strain solitary wave for the uncoupled equations by setting
δ(l) = γ(l) = 0 in (1) and find the strain solitary wave from the resulting equation. We construct the initial
condition for w here and the initial condition for u can be constructed in a similar way. If we consider the
equation for w in (1), setting γ(l) = 0, the strain solitary wave takes the form (denoting e(x, t) = wx(x, t))
e(x, 0) = −
(
v2 − c2
)
4αε
sech2
(√
v2 − c2
2v
√
2εβ
(x+ x0)
)
, (21)
where v can be thought of as the phase speed and x0 is the phase shift. To obtain the initial condition for
the scheme we integrate (21) with respect to x to obtain
w(x, 0) = −v
√
2εβ
√
v2 − c2
2αε
[
tanh
(√
v2 − c2
2v
√
2εβ
(x+ x0)
)
− 1
]
, (22)
where the constant of integration is chosen so that the waves are propagating into an unperturbed medium.
Therefore we have the initial condition for w given by (22) and, as we are taking the exact solitary wave
solution in the first section of the bar, we could use the form of (22) and calculate the solution at w(x, κ) as
w(x, κ) = −v
√
2εβ
√
v2 − c2
2αε
[
tanh
(√
v2 − c2
2v
√
2εβ
(x− vκ+ x0)
)
− 1
]
, (23)
where v is as before. Similarly we could use a forward difference approximation in time for w and we obtain
the solution for w(x, κ), and numerical simulations have shown that both methods agree. The parameter v
is chosen as v =
√
c2 + 4αεA, so that we have amplitude −A of the incident soliton.
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3.1. Confirmation of Previous Results
We now use the numerical method outlined in Section 2 to confirm the results obtained in [19] and [20].
In the case of a perfect bond, following [19], we solve (1) with c = α = 1 and β takes the form
β(n, k) =
n2 + k2
n2 (1 + k2)
, (24)
where n is the number of layers in the bar and k is defined by the geometry of the waveguide, namely for a
cross-section of width 2a and layers of height b, we have k = b/a. We set n = 4 and k = 2 and, to correspond
with Figure 9 in [19], we set x0 = −50 and A = −0.175. The result is plotted at t = 1000 in Figure 2a and
the difference between the results given by the two methods is plotted in Figure 2b. We can see that there
are clearly three solitons present, as predicted by the theory, and there is only a minor phase shift between
the results, which can be accounted for by the corrected discretisation on the interface between sections.
This difference is small as can be seen in Figure 2b.
700 800 900 1000 1100 1200
x
-0.25
-0.2
-0.15
-0.1
-0.05
0
e(2)
(a) Result at t = 1000.
700 800 900 1000 1100 1200
x
-1
-0.5
0
0.5
1
(2)
10-3
(b) Difference between the results.
Figure 2: Comparison of the results in [19] for n = 4, k = 2, with amplitude A = −0.175 and x0 = −50. Result is plotted in
(a) for the new method (blue, solid line) and previous method (red, dashed line), and the difference between the results given
by the two methods is in (b).
The results in [20] are now checked for the case when we have a delamination of finite length, and we
assume that there is a homogeneous section attached to the left of the bar (e.g. Figure 7 in [20]). To
correspond with the results in [20], we solve (1) with the parameters α = β = 1.05, c = 1.025, δ = γ = 1/2,
ε = 0.05 and we take A = −0.25. The domain limits are set as x0 = −600, x1 = −400, x2 = 0, x3 = 300,
x4 = 1000. The agreement is similar in all sections and in both layers, so we only plot the results for the
final bonded section and for the upper layer, and the difference between the schemes, in Figure 3. We can
see again that there is excellent agreement between the results and, as before, there is a minor phase shift
present as identified by the difference.
3.2. Finite Delamination in Perfectly Bonded Bar
An extension of the preliminary studies in [19] can be performed for the case when there is a finite
delamination, as can be seen in Figure 1. This was done for the two-layered bar with a soft bonding in
[20], however this will be discussed in the next section. We consider three sections so set M = 3. There are
many parameters in this problem so, following Section 3.1, we set αl = cl = 1 in all sections, in the bonded
regions (l = 1, 3) we take βl = 1 and choose β2 in the delaminated region in accordance with (24).
We want to study the effect of a finite delamination on the incident soliton, so we introduce the common
measure Full Width at Half Magnitude (FWHM) of the incident soliton and the delamination length is
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(a) Result in upper layer.
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-2
-1
0
1
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10-4
(b) Difference in upper layer.
Figure 3: Longitudinal strains in a two-layered bar with a soft bonding between the layers, in the upper layer, for a finite
delamination. Result is plotted in (a) for the new method (blue, solid line) and previous method (red, dashed line), and the
difference between the results given by the two methods is in (b). Parameters are α = β = 1.05, c = 1.025, δ = γ = 1/2,
ε = 0.05 and we take A = −0.25.
calculated in terms of this measure. To determine a correspondence in the initial condition between v and
the FWHM of the soliton, using (21), we solve
−
(
v2 − c2
)
4αε
sech2
(√
v2 − c2
2v
√
2εβ
FWHM
2
)
= −
(
v2 − c2
)
8αε
⇒ v =
√√√√− c2FWHM2
32β arccosh
(√
2
)2 − FWHM2 . (25)
For a FWHM of 5 this corresponds to A ≈ −0.2615. The domain boundaries are set as x0 = −800, x1 = 0,
x2 = `, x3 = 1400, where ` is the delamination length which we vary. The results are analysed at t = 1200
and compared to the expected result. As an illustrative example, we consider the case when n = 2 and k = 2
and plot the results in each section of the bar, as shown in Figure 4. We can see that the incident soliton
fissions in the delaminated section and these solitons change their shape in the second bonded region. This
poses the natural question: can we predict the amplitude of the lead soliton in the bonded region and can
it be used to determine the delamination length?
Let us recall from [6, 19, 20] that the transmitted waves in each region of a perfectly bonded bar can
be described by KdV equations, and that theoretical estimates can be made for the amplitude of the lead
soliton in the delaminated region of such a structure using the results of the Inverse Scattering Transform
(IST), assuming that the solitons in each region are well separated (c.f. equation (4.4) in [19] and (3.58) in
[20]). This can be extended to calculate the predicted amplitude of the lead soliton in the second bonded
region, and in terms of our variables we have
A3 = A1k
2
2k
2
3, k2 =
1
2
(√
1 +
8
β2
− 1
)
, k3 =
1
2
(√
1 + 8β2 − 1
)
, (26)
where A1 is the amplitude of the incident soliton i.e. A1 = A, A3 is the amplitude of the lead soliton in
the second bonded region, and k2, k3 are the eigenvalues corresponding to the lead soliton amplitude, as
determined by the IST. It follows that, as the length of the delaminated region is reduced, the amplitude
of the lead soliton in the third region will tend towards the initial amplitude, A1. Denoting the calculated
numerical solution as Anum, we introduce a measure of the amplitude of the lead soliton in the third section
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(a) Section 2 at t = 500.
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(b) Section 3 at t = 1200.
Figure 4: The solution in each section of a perfectly bonded bar with α = c = 1 in all sections, β = 1 in sections 1 and 3 and
β = 5/8 in section 2, corresponding to n = 2 and k = 2, with initial position x = −50. The delamination length is ` = 300
corresponding to 60 FWHM of the incident soliton i.e. A ≈ −0.2615.
of the bar in comparison to the incident soliton as
σ =
Anum −A1
A3 −A1
× 100. (27)
We note that the prediction is based upon the leading order weakly nonlinear solution, therefore the actual
amplitude will be slightly different and this could be accounted for by higher order corrections, which are
beyond the scope of this study.
We consider two cases: the effect of varying β for fixed ε, and varying ε for fixed β. In each case we
assume ` varies from ` = 0 to ` = 400 in steps of 2.5 × FWHM. We denote the value of ` in terms of the
FWHM of the incident soliton in Figures 5 and 6.
For the case of varying β, we take n = 2, 3, 4 and k = 1, 2, 3 and analyse the value of σ at various
delamination lengths, for an appropriate range of β values in Figure 5a. We can see that, as β decreases,
for a fixed value of σ the corresponding value of ` increases. Furthermore, for a given structure the value
of β is known and, if a value of σ can be measured in the bonded region, the corresponding delamination
length, `, can be found. The effect of varying ε instead of β is shown in Figure 5b. Similarly to the previous
case as ε decreases, for a fixed value of σ, the corresponding value of ` increases and we can determine the
delamination length for a known value of β and ε for a measured value of σ.
3.3. Finite Delamination in Bar with Soft Bonding
Let us consider the case of a finite delamination in a bar with a soft bond between the layers. This
was previously studied in [20] but the results were for the semi-analytical numerical technique only, due to
the limitations of the direct numerical method. We now compute the results using our improved numerical
method and compare to the previous results in [20], as well as investigating the effect of varying ε. In
contrast to the previous case for a perfectly bonded bar, the leading order weakly nonlinear solution is
governed by coupled Ostrovsky equations in the bonded regions and therefore we cannot use the IST to
predict the amplitude of the waves in the second bonded region. Therefore, following [20], we denote the
amplitude of the soliton or wave packet in each region as Al, where l is the region, and therefore we have
the measure
ς =
|A4 −A2|
A2
× 100, (28)
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(a) Varying β, ε = 0.10
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Figure 5: Graphs of the change in amplitude of the lead transmitted soliton in comparison to the incident soliton, as measured
by σ. Graph (a) corresponds to changing values of β (changing the geometry of the waveguide), while graph (b) corresponds
to changing values of ε.
where A2 is the amplitude of the radiating solitary wave in the first bonded region and A4 is the amplitude
of the main wave structure in the second bonded region. The results are plotted for various values of ε in
Figure 6. The same result that was observed for the perfectly bonded bar applies here i.e. as the value of ε
is decreased, the value of ` increases by the same factor, for a fixed value of amplitude decrease.
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Figure 6: Graph of the change in amplitude of the main wave structure in the second bonded region, in comparison to the
radiating solitary wave in the first bonded region, as measured by ς, for various values of ε.
The results in Figure 6 can be compared to the corresponding results for the semi-analytical method in
[20], which are presented for ε = 0.05 and therefore we compare to the corresponding line in Figure 6 (the
lowest line). These results are in agreement and this suggests that the results for the semi-analytical method
are comparable to the direct numerical method, as before. Here we have extended the results from [20] to
show the range of results for different values of ε and a larger delamination length.
4. Conclusions
In this paper we have developed an improved numerical technique for the system of Boussinesq-type
equations describing long longitudinal waves in a layered elastic bar with delamination. This system consists
4 CONCLUSIONS 13
of uncoupled or coupled Boussinesq equations in each section of the bar with continuity conditions on the
interface. A numerical technique for such systems was introduced previously in [19] and extended in [20],
however this method was limited to only two sections at a time. The work in this paper has introduced an
improved technique that allows for the solution to be computed in all sections of a bar at the same time,
for any number of sections and layers.
This improved numerical technique was used to compute the solutions observed in the previous studies,
to confirm its validity. The results are in excellent agreement with a minor phase shift and confirm that the
numerical technique is generating consistent results. We then computed the results for a finite delamination
in a bar with a soft bonding and again found excellent agreement with the previous results. The study was
extended to the case when the value of ε varies and we showed that the length of the delamination could be
determined from the changes to the incident soliton, specifically the amplitude of the leading wave packet.
The same approach was used for the perfectly bonded bar and results were determined for varying β and ε,
where the delamination length can again be determined from the amplitude changes.
This improvement addressed the limitations of the previous model and allows for the modelling of a
wider range of configurations of the bar. Furthermore, it allows for the reflected waves to be studied as
well as the transmitted waves in each section of the bar, a clear improvement on previous direct numerical
methods. It was also shown that the method can be extended to the case with multiple layers and different
coupling terms, as previously theorised in [7]. These extensions lie beyond the scope of this study.
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